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REV. DESCRIPTION DRAWN DATE

1 [ Initial release TIM 2026/08/27
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SPECIFICATION

MECHANICAL:
1. INSERTION FORCE: < 75N
2. WITHDRAWAR FORCE: < 60N
3. MATING CYCLES: < 10 CYCLES 4 | 5PCS| Heat shrink tube, Black
4, RETENTION FORCE LATCH: _2 110N - 3 | 4PCS| CONN., FAKRA JACK, Gold plated 30u"
5. WATERPROOF RATE: IP67 (in mated condition) 2 [1pc | conn., MINI FAKRA B 2x2 JACK, Gold plated 30u”
ELECTRICAL CHARACTERISTIC: 1 4PCS| RTK 031 CABLE, 22AWG COAXIAL+AL+B, OD3.3, PVC, BK
1. CHARACTERISTIC IMPEDANCE: 50 Q NO.[ Q'ty DESCRIPTION
2. FINISHED CABLE 100% CONDUCTIVITY TEST UNLESS OTHERWISE SPECIFIED TOLERANCE
3. INSULATION RESISTANCE: = 100 MQ UNIT: 1051 | —a0110
11~-30 %2 ANGLE £5° ATT E N D
ENVIRONMENT CHARACTERISTIC: mm 31~50+3
1. OPERATING TEMPERATURE RANGE: -40°C TO +105°C 51-200:+5 www.attend.com.tw
DRAWN | Tim 2026/08/27|PRAWN NAME: A
NOTE: Mini FAKRA Type B Jack(2x2) to FAKRA Jack x4
ALL MATERIALS MUST BE USCAR-2 & USCAR-17 COMPLIANT CHECKED | Fros 2026/08/27 IP67, L=100 CM, Z Code
APPROVED | Allen 2026/08/27|CUSTOMER NO.
@—= "o | %s |>" [ProDUCT NO. | FR-1343-100Z02w
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