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REV. DESCRIPTION DRAWN DATE
1 | INITIAL RELEASE FROS 2025/06/10
Note:
1. Current Rating: 4A per pin
2. Voltage Rating: 60 VDC
3. Operating temperature range: -40°C~+105°C
4. Storage temperature range: -40°C~+105°C
5. Waterproof: IP67
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< 8 | SEAL SILICONE
— SW15 7 | CLAMP PAG66
T E for Seal N 6 | GASKET SILICONE
65“2“8 orce for Seal Nut: 5 | NUT Aluminum alloy, nickel palted
-cm min
gr-¢ 4 | ORING EPDM
3 | SHELL Brass, Nickel plating
2 | CONTACT Brass, Gold flash over nickel
‘ ‘ 1 | HOUSING PBT, UL94V-0, Black
RECOMMEND CABLE OD=5.0mm~6.8mm NO.| PART NAME DESCRIPTION
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UNLESS OTHERWISE SPECIFIED TOLERANCE
UNIT:  |DECIMAL| LINEAR | ANGLES
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DRAWN | Fros 2025/06/10| PRAWN NAME:
M12 A- Code Plug for Cable, 5 Pin
CHECKED | Tim 2025/06/10]  Female For Field Installable, Plastic, G/F
APPROVED | Ken 2025/06/10|PRODUCT NO. | 216D-05FF0
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