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REV. DESCRIPTION DRAWN DATE
1 |INITIAL RELEASE FROS 2021/12/15
2 | ECR220421002 Fros 2022/04/21
SPECIFICATION:
1. CURRENT RATING: 3A
2. VOLTAGE: 50VAC/60vVDC
3. WATER PROOF: IPX7
4. OPERATION TEMPERATURE: -40°C TO +85°C
NOTE:
Applicable Cable Outer Diameter: $4.0~®5.0mm
LAND NUT
LAND CAGE
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5‘% 9 GLAND NUT PA66, UL94V-0, Black
O 8 GLAND CAGE| PA66, UL94V-0, White
—g 9 7 | O-RING B NBR, Black
6 | O-RING A EPDM, Black
E |:[ 5 MAIN BODY PA66, UL94V-0, Black
4 | CONTACT Brass, Gold flash over Nickel
= 3 [ SHELL Brass, Nickel plating
2 | NUT Aluminium alloy, Nickel plating
1 HOUSING PBT, UL94V-0, Black
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1. Pre-assembled
—_— PN CABLE
O-RING GLAND GLAND CAGE
2. Wire Processing
Soldering wire O-RING GLAND/GLAND CAGE GLAND/GLAND CAGE O-RING Soldering wire
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Male Connector

3. Setting Connector

Hold the connector tightly

\A Tightening body

Female Connector

Hold the connector tightly

Tightening body
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4. Assembly Sealing Nut

Hold the body tightly

Hold the body tightly
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M Series For Female Field Installable Type
CHECKED | Fros 2025/02/25 Design Guide
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