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REV. DESCRIPTION DRAWN DATE
1 Initial release TIM 2025/08/07
NOTES:
1. All cable 100% testing, any open, mis-wiring, short &
intermittent are not permitted
2. RoHS compliance
3. Characteristic impedance: 50 Q
4. Operating temperature range: -40°C~+105°C
5. Waterproof Rating: IP67 (in mated condition)
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Conn.1 @ Conn.2
PIN ASSIGNMENT
Conn.1 Conn.2
2PCS| CONN., Mini FAKRA, Type A Plug(2x2) , Gold plated 6u"
1 1 4PCS| Coaxial Cable, RTKO31, 22AWG+AB, OD3.3, PVC, Black
NO.| Q'ty DESCRIPTION
2 2 UNLESS OTHERWISE SPECIFIED TOLERANCE
UNIT: 1~10 £1 >401 £10
3 3 oz [ | <44p ATTEND
mm 31-50+3
4 4 51-200:%> www.attend.com.tw
H P DRAWN i 2025708707 Dl\j;\,ivﬁ:l::{/liz Type A, Plug(2x2) Cable A
Shield Shield CHECKED | Fros 2025/08/07 IP67, L=100 CM, Z CODE
APPROVED | Allen 2025/08/07|CUSTOMER NO.
-@—6— S%’i's‘E SHlflT 5'2154 PRODUCT NO. |FR-1P1P-100Z01W
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