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P1 P2 SPECIFICATION:
USB C PLUG WIRING DIAGRAM USB CPLUG
1 Voltage Rating: 48V
PIN S,\'&'\'\IAAEL Nl\j\/lJIFéIEIER SIGNAL NAME WIRE COLOR PIN S,\IlGA"\\I/IAEL 2 Current Rating: 5A
3 Contact Resistance: 40mQ Max. initial, 15mQ Max. after
SDP1+SDP2 4. Insulation Resistance: 100MQ Min.
Aﬁ’giz GND 1 gxg—gwgrg SDP3,SDP4 Aﬁ’giz GND 5.  Withstanding Voltage: 100V
' [GND_PWRI2] | pein cLEAR ‘ 7. Mating Force: 45N Max.
A4B4 PWR VBUSI A4 B4 8 Un-mating Force: 10N~75N
= 10. Durability: 10 cycles
AS cc 3 c BLUE AS cc 11. Operation Temperature: -40°C to 105°C
BS VCONN 18 PWR_VCONN YELLOW B5 VCONN 12. All cable 100% testing, any open, mis-wiring, short &
intermittent are not permitted
A6 | Dpl | 4 UTP_Dp WHITE A6 | Dpl 13. RoHS compliance
A7 Dnl 5 UTP_Dn GREEN A7 Dn1
A2 | SSTXpl| 6 SDPp1 ORANGE B11 | SSTXpl
A3 SSTXn1 7 SDPn1 PURPLE B10 SSTXnl
BI1 | SSRXpl| 8 SDPp2 YELLOW A2 | SSRXpl
B10 SSRXnl 9 SDPn2 BLUE A3 SSRXn1
B2 SSTXp2 10 SDPp3 WHITE All SSTXp2
B3 SSTXn2 11 SDPn3 RED Al10 SSTXn2
All SSRXp2 12 SDPp4 BLACK B2 SSRXp2 UNLESS OTHERWISE SPECIFIED TOLERANCE
A0 [ SsRXn2 | 13 SDPn4 GREEN B3 | SSRXn2 unI: Jmiost | a0 10 ’ ATTEND
A8 | SBUL | 14 SBU_A RED B8 | SBU2 mm
www.attend.com.tw
B8 SBU2 15 SBU_B BLACK A8 SBU1 DRAWN | Fros 2025/07/11|PRAWN NAME:
Automotive USB4 type C cable,
SHELL | SHIELD | BRIAD SHIELD BRIAD SHELL | SHELL CHECKED | Allan 202507711 Male to Male, L=1M, black
APPROVED | Ken 2025/07/11|CUSTOMER NO.
-1 SCN/j/';E SHIZT =12¥, |probuct no. [us-cecp-10003
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